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Lane closed area

Temporary traffic signal head

(with facing)

N.B. During darkness, warning lights to BS EN 12352:2006

Coning Detail

N.B. During darkness, warning lights to BS EN 12352:2006

should be provided in accordance with

750mm or 1m high traffic cones

table A1.3 (Appendix 1)

DETAIL C2

3m

see table A1.3 (Appendix 1)

Traffic cones 750mm or 1m high

Detail D only applies to relaxation cases,

should be provided in accordance with

table A1.3 (Appendix 1)

DETAIL D

18m

i) Coloured amber when on the right

(a yellow/green colour) bodies and

DETAIL F2

reflectors which are:

Traffic cones

ii) Coloured red on the left

With flourescent saturn yellow*

9m

Temporary road studs

500mm

2m

table A1.3 (Appendix 1)

should be provided in accordance with

N.B. During darkness, warning lights to BS EN 12352:2006

and the facing wall on a lane change.

On motorways and all purpose dual carriageways with

hard shoulders on which national speed limit applies, 1m

cones will be required for both standard works and works

for which relaxations may be applied, for both lead in tapers

(45  tapers have 1.2m 

spacing, no relaxations)

or 1m high traffic cones

Three only close spaced 750mm

Traffic cones should conform to diagram 7101.1

should be provided in accordance with

N.B. During darkness, warning lights to BS EN 12352:2006

Prescribed sign to Diagram 610

above and behind cones

Shoulder

DETAIL A

Running lane(s)

and to BS EN 13422

table A1.3 (Appendix 1)

Hard

Verge

45°

DETAIL B

Traffic cones

table A1.3 (Appendix 1)

should be provided in accordance with

For relaxation to Detail C1 see table A1.3 (Appendix 1)

750mm or 1m high traffic cones

DETAIL C1

N.B. During darkness, warning lights to BS EN 12352:2006

1.5m (3m relaxation)

9m
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Note: Forest operative onsite to manually control

temporary traffic lights if / when required.
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