Technical specifications for 
Cygnet Theatre Exeter

Lighting


4   
x  1Kw PC (Harmony)


8   
x   650w PC (Quartet)


8    
x   500w Fresnel (Prelude)

         12    
x   Pattern 23 Profile (mix of Mk1&2)


9    
x   650w profile 21/36 

           1   
x   650w Profile (Minuette)

           1    
x   24 Channel , Zero88 Sirrius Lighting Board


4 
x   6 way dimmer pack (Strand Act6) analogue control

Patch system around edge of room 40 sockets (pre-rigged for general cover)
Scaffold grid, NOT IWB

15A Cable          various lengths for additional rigging

3 x  13A-15a adapter


3 x 15A-13A adapter

15A 2 way grelcos
A selection of gobo holders for M size and B size gobos

Barndoors for all PC and Fresnel Lanterns.

Sound


1 x double CD player auto stop / cue
           1 x 8 Channel Sound Mixing Desk


2 x speakers

Room


Height Pros
    303cms


Height Grid
    347cms


Height Ceiling   387cms


Width Pros
10mtrs 36cms


Setting Line to back wall Max 8mtrs

Flexible black surround





4x 1 width x 347cm

4 x 2 drop x 347cm

2 x 3 drop x 347cm
