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HYGIENE

COSHH RISK ASSESMENT

PRODUCT NAME

Windmill Gum and Graffiti Remover

MANUFACTURER

Windmill

SUPPLIER

AUK Supplies

LOCATION

COMPLETED BY

SIGNITURE OF ASSESSOR

DATE OF ASSESMENT

DATE OF NEXT ASSESMENT

HAZARD STATEMENTS (See Section 2.2)

NA

INTENDED USE (INCLUDING PERSONS INVOLED
IN ITS STORAGE)

PRECAUTIONS NECESSARY

FURTHER ACTION (IF APPLICABLE)

ACTIONED AND
SATISFACTORY

USAGE Precautions for safe handling Work in a well-ventilated area

(See Section 7.1)

Hygiene Measures

Always wash hands after handling the product

O Yes

O No

STORAGE Storage conditions

(See Section 7.2)

O Yes

O No

SPILLAGE Methods for cleaning up Store in a well-ventilated place

(See Section 6.3)

O Yes

O No

FIRST AID MEASURES (See Section 4.1)

General First Aid Measures

Get medical advice/attention if you feel unwell

After Skin Contact

Wash skin with plenty of water

After Inhalation

Remove person to fresh air and keep comfortable for breathing

After Ingestion

Call a poison center or a doctor if you feel unwell

After Eye Contact

Rinse eyes with water as a precaution

FIRE EXTINGUISHING AGENT (See Section 5.1) This product is not flammable. Use fire-extinguishing media appropriate for surrounding materials

Water
Foam

X CO2
X Dry Powder




MEASURES
FOR
MONITORING
(INCLUDING
HEALTH
SURVEILANCE
WHERE
APPLICABLE)
(See Section 8)

Propane-1,2-diol (MPG) (57-55-6)

PNEC (Soil)

PNEC soil | 50 mg/kg dwt
PNEC (STP)

PNEC sewage treatment plant | 20000 mgf

Windmill Gum & Graffiti Remover

United Kingdom - Occupational Exposure Limits

Local name

Propane-1,2-diol

WEL TWA (OEL TWA)

10 mg/m® particulates
474 mg/m* total vapour and particulates

150 ppm total vapour and particulates

Regulatory reference

EH40/2005 (Fourth edition, 2020). HSE

DNEL and PNEC

Propane-1,2-diol (MPG) (57-55-6)

DNEL/DMEL (Workers)
Long-term - systemic effects, inhalation 168 mg/m?
Long-term - local effects, inhalation 10 mg/m*
DNEL/DMEL (General population)

Long-term - systemic effects, inhalation 50 mg/m?*
Long-term - local effects, inhalation 10 mg/m*
PNEC (Water)

PNEC aqua (freshwater) 260 mg/l
PNEC aqua (marine water) 26 mall

PNEC aqua (intermittent, freshwater) 183 mgl
PNEC (Sediment)

PNEC sediment (freshwater) 572 mg/kg dwt
PNEC sediment (marine water) 57.2 mg/kg dwt
Propane-1,2-diol (MPG) (57-55-6)

PNEC (Soil)

PNEC soil ‘ 50 mgkg dwt
PNEC (STP)

PNEC sewage treatment plant ‘ 20000 mgA

Hand protection:

Hand protection not applicable. In case of repeated or prolonged contact wear gloves

] Hand protection

| Type Material Permeation Thickness (mm) | Penetration Standard

| Disposable gloves, Type | Nitrile rubber (NBR) 2 (> 30 minutes) | EN ISO 374
A

| Reusable gloves, Type A | Nitrile rubber (NBR) 2 (> 30 minutes) >0.38mm | EN ISO 374

Consumer exposure controls: The substance is not classified for human health hazards or for environment effects and it is not PBT or vPvB so
that no exposure assessment or risk characterisation is required. For tasks where the intervention of workers is required, the substance must be

handled in accordance with good industrial hygiene and safety procedures. Work in a well-ventilated area.
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